Installation instructions:
SOG Toilet ventilator Type B for C200

Please read completely before installation

(E)

Placement of the ventilafor hole

Exact placing is only necessary when the waste holding tank is placed in the service
space near the door, as is shown in the drawing, so the access door is able to close
|! correctly. If more room is available, the ventilator can be placed a little higher.

j| For an exact location place a flat ruler horizontally on the waste holding tank, 1, and
close the service door so that the ruler touches it and mark the position of the lower side
with a pencil. Mark the point 20 mm (3/4") above this point and approximately

60 mm (2 3/8") inside the inside frame of the access door. Bore a hole 36 mm

+ to 37 mm diameter (1.4 to 1.46") through the door using a cylindrical borer or milling
cutter.

Mounting the ventilator

As smells can leave the service space and enter the vehicle space, careful sealing is
important.

Spread silicone paste inside the bored hole . If there are two layers of sheet metal,
the space between them must also be sealed against smells. Mount ventilator, 1,
hose connector, 2, must always point towards the door hinge. Mount the ventilator
using the four 3.5x16 mm screws . Mount the 25x25 mm cable bracket, 3, above the
ventilator to take up any tension in the cable.

Mounting the filter housing

The filter housing must be mounted so that approximately one half of the air exit hole
is in the empty part of the filter housing and thie other half is covered by the filter mat.
WARNING! The filter mat must not cover the air exit hole completely.

The exit of the filter housing must point downwards. Screw the 3.5x16 VA screws
into the aluminium sheet without pilot holes and tighten only hand tight

The filter should be changed once a year according to use.
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Replace the excess pressure valve with the SOG ventilation connector (E)

Removal of the valve:

Turn anticlockwise until it stops, turn back approximately 1 mm,
and pull evenly to remove the valve. Replace with the SOG ventilation connector
by inserting it and turning clockwise until it stops.

Remove the saddle bracket by unscrewing the four screws, 1.

Saddle bracket before

Saddle bracket after

Saddle bracket without external ventilation

In order to be able to push in the waste holding tark completely,

the saddle bracket must be shortened.

Saw along a line outside the fixing holes, 2 in the left hand diagram.
Remove the web, 3, with sidecutters and finish using a knife.

Saddle bracket before Saddle bracket with external ventilation '

" Saddle bracket after
In order to be able to push in the waste-
holding tank completely, the saddle bracket must
be shortened. Remove the rubber membrane 4.
Saw along a line following the step, 5, in the left
hand diagram.
Remove the web, 6, using a knife.




, Electrical installation
Installation in C200 Insert

Top = Mounting the L-shaped aluminium mounting bracket:
Before sticking, clean the mounting surface on the sheet metal wall with methylated spirit.

The aluminium L-bracket is mounted with the adhesive surface vertical and must be so
placed that the roller on the microswitch, 3, is pressed in on the back edge of the
closed blade valve mechanism.

NOTE: When the switch is pressed the current is interrupted so that the ventilator only
runs when the blade valve is open.

When the correct position has been found, remove the protective foil, 1, from the
adhesive surface of the L-shaped mounting bracket to mount it. Reinforce with the
expanding rivet, 2. Bore a 5 mm hole from the service space side and push tte rivet, 2,
in from the washroom side and press in the rod.

Blade valve mechanism closed

<

Cable tree

Shorten the cable as necessary and secure using the cable binder and selfadhesive socket
/ in the kit.

’*

T e Plus and minus cables in the service space are generally brown and blue respectively.
G (In all cases check the polarity).

Connect the cable with the red vampire connector onto a brown cable and the black cable

onto a blue cable.

Functional test- checking the connections

Open the blade valve and the ventilator should run. If it does not run check that th
12 V caravan supply is switched on.

- On a number of vehicles the toilet is connected to the water pressure pump—
then switch on the water pressure pump.

If the ventilator still does not work, check the polarity as the ventilator has reverse
polarity protection and only runs with correct plus and minus connections.

Shortening the exhaust hose

Push the exhaust hose onto the SOG ventilation connectorand shorten it,
if it is too long.

Finally remove the exhaust hose from the SOG ventilation connector,
mount it on the ventilator opening by turning it anticlockwise, and replace it
on the SOG ventilation connector.

The hose may not be tied to the cable hdder or similar fixing points, this
may damage the ventilator housing.

Close the access door and check that the hose is cleanly stowed and that
there is no syphon effect.

Before emptying remove the hose from the SOG ventilation connector.

If, after a time, the removal of the hose from the elbow becomes difficult,
spray the plastic parts and the stopper with silicone spray.

This will reduce wear and ease handling.







